3.6. Kenwood NX700

W oprogramowaniu Radio over IP nalezy ustawi¢ radiotelefon Kenwood NX700 (NX).

Ustawienia zaprogramowane dla radiotelefonu Motorola odbierat lokalizacje powinny
wyglgdac nastepujgco:
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7] Zone Information [ Zone -1 Channel -1] [= @[]
Zone Type — = [~ Signaling Type Zone Name
zone[t =] | [conventionalGroup =] || [Frestsync ‘ [rurno ANALOG
Ch |RXFrequency | TXFrequency | ChType | TXMode | OTDOTDec | @TDQTEnc | RANDec | RANEnc | ChannelName | Ch Spacing (Analog) | Ch Spacing (NXDN) [ =]
1 148,950000 — =]
2 149, © =l =
3 169, 2 = e s s
Bl 148, Optional Board | AUX | Remote Zone-CH/GID] | i Lne&mﬂ; Function | -
5 164, =
: 166.175000 Connect to Mogulation Line —
HBAZ5000 PIT Mic Line W2 Lne DiLine Weh QT/DQT | With STE =
B 148,950000 Mic PTT Connect Connect Disconnect Yes Yes .
9 149.212500 External PTT (Voice) Disconnect Connect Disconnect Yes Yes —
L 149,300000 External PTT (Data) Disconnect Disconnect Connect Yes Yes —
t 149,175000 Data PTT Disconnect Disconnect Connect Yes Yes =
12 | 149,050000 =i
13| 148925000 ==
14 143,200000 ion Line by Mic PTT )
15 | 148912500 =
T Connect s =
17 | 149300000 Mic D—°—°—> = |
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~PTT D (Analog) ~Stack
PTT ID Type I[)TMF I Status Message Stack
[V Short Message Stack
Beginning of Transmit | [~ Caler D Stack
[¥ Latest Received Message Stack
End nfTranml ru Memory
FITDFauuT!me[s]l! H; ™ DAMessage Stack with Time Stamp
MyD ~ Serial Output -
12 3 456 78 v Status Message Serial Output %
wyoogte T T CCCCrC pﬂmtllmgeﬁerialﬂutnm
wyo [ % 3 commana sersl output |
™ Power-on My ID Edit Y
~Serial Input
[V Data Override
Status Hold | Selected
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— Battery LEDs In
Battery Saver | Off [¥ Transmt LED |
Battery Indicator I LCD & LED IE Busy LED |
v Monior LED
Battery Warning IAIwnys I
|7 Battery VWarning Tone coM m mm I H:eoeivhgbau ::
PC Interface Protocol | Version 1 in
COM port Number Function Polarity Stop Bit Baud Rate |
COM port 0| None Normal 2 9600 IR
COM port 1| Mone Normal 2 9600 IR
COM port 2| Data Normal 2 9500 |
cwo | Expansion Switch | J
Close Help |
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